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(57) ABSTRACT

Embodiments of the present invention provide a lever quick
connect and disconnect fitting that provides a secure fit for
tank-to-tank connections and prevents any leakage from
occurring. The fitting provide two separate, independent
locking features that can secure tank sleeves to one another.
There is provided male and female components that are
coupled together by a lever connect and by a safety ring.
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LEVER QUICK CONNECT INTERCOM
FITTING

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of U.S. Provisional
Application Ser. No. 61/752,114, filed Jan. 14, 2013, titled
“Lever Quick Connect Intercom Fitting,” the entire contents
of which are hereby incorporated by reference.

FIELD OF THE DISCLOSURE

Embodiments of the present invention relate generally to a
lever quick connect and disconnect intercom fitting. The
intercom fitting has a locking fit that features two independent
locking systems that are generally operable together, without
extra tools such as screwdrivers and clamp rings. The fitting
may be operated by hand, and in some embodiments, with one
hand. Levers secured by a blade spring provide a first locking
feature, and a safety ring provides a second locking feature.
These locking features are configured to work together but be
separately activated to create secure and separate, indepen-
dent locks.

BACKGROUND

Tank-to-tank connections are often required in the aero-
space field, as well as other fields. For example, a tank-to-tank
connection is generally needed for fuel transfer without leaks,
particularly for helicopter or aircraft fuel systems. Generally,
the connection between two tanks (which may be flexible
material tanks or any other type of tank) is currently provided
by a system that requires two flexible chimneys, a rigid
sleeve, and metal clamps that are secured via screwdriver.

More specifically, prior art FIG. 1 shows one example of a
prior art connection. This figure shows a first flexible chimney
1 that is first bonded to a rigid sleeve 3 on a tank. During
assembly, a second flexible chimney 2 is assembled on the
first flexible chimney 1 (generally using a lubricating means)
and then fixed inside the tank by metal clamps 4 via a screw-
driver.

The connection (fastening) process to connect the chim-
neys between two tanks typically takes a long time, and in
some instances, lasts around fifteen minutes. Use of a screw-
driver for the metal clamps during the assembly risks dam-
aging the tanks or the flexible chimneys due to the constant
pressure from screwing and unscrewing the clamps. The
assembly also depends on the operator competence and
strength during the assembly. This creates variability due to
operator ability and the amount of force that s/he is able to put
on the screws during the connection/tightening process.
Additionally, during the lifetime of tanks, as the tanks are
fixed by screwing, there can be a decrease of the clamping
force. Additionally, after some time, due to rubber aging, the
two flexible chimneys could begin to remain stuck together
under the clamps, which can lead to a difficult disassembly
and can add to maintenance issues. Accordingly, improve-
ments to these fittings are desired and necessary.

BRIEF SUMMARY

Embodiments described herein thus provide a lever quick
connect and disconnect fitting that provides a secure fit for
tank-to-tank connections and prevents any leakage from
occurring. The fitting provide two separate, independent
locking features that can secure tank sleeves to one another.

10

15

20

25

30

35

40

45

50

55

60

65

2

There is provided male and female components that are
coupled together by a lever connect and by a safety ring.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a side schematic view of a prior art fitting
assembly.

FIG. 2 shows a side perspective view of a fitting assembly
that according to certain embodiments described herein.

FIG. 3 shows a side plan view of a fitting assembly having
a male and female component that are mated via a lever lock
and a safety ring.

FIG. 4A shows a front perspective view of one embodiment
of'a male component.

FIG. 4B shows a side perspective of the male component of
FIG. 4A.

FIG. 5A shows a side perspective view of one embodiment
of alever.

FIG. 5B shows a side plan view of the lever of FIG. 5A.

FIG. 6 shows a side perspective of one embodiment of
blade spring.

FIG. 7A shows a side perspective view of one embodiment
of'a female component.

FIG. 7B shows a side plan view of a cross-section of the
female component of FIG. 7A.

FIG. 8 shows a rear perspective view of the male and
female components mated and the lever secured by the blade
spring.

FIG. 9A shows a rear perspective of one embodiment of
safety ring.

FIG. 9B shows a front perspective view of the safety ring of
FIG. 9A.

FIG. 10 shows a front perspective view of the male and
female components mated and the lever secured by the blade
spring, with the safety ring in its locked position.

FIG. 11 shows the male and female components prior to
being mated, with the levers and the safety ring in their
pre-locked positions.

FIG. 12 shows a front plan view of a male component with
a safety ring in position.

FIGS. 13A-13D show a schematic process of the mating of
the male and female components.

FIG. 14 shows a side perspective view of the unlocked
position of FIG. 13A, as the safety ring has been rotated so
that the finger grooves of the male component and safety ring
align.

FIG. 15 shows a side perspective view of the levers being
pulled inwardly so that the male and female components can
mate of FIG. 13B.

FIGS. 16A and 16B show a front perspective view of the
transition of the fitting as the safety ring is being rotated back
so that the driving pin aligns with the inner groove.

FIGS. 17A and 17B show a front perspective view of the
transition of the fitting as the safety ring is being translated
back into alignment with the edge of the male component.

FIG. 18 shows an embodiment of the fitting in which the
female component has an optional flap.

FIG. 19 shows an embodiment of the fitting in which the
levers are positioned on the female component in a secured
configuration.

FIG. 20 shows the embodiment of the fitting of FIG. 19 in
an exploded apart configuration.

DETAILED DESCRIPTION

Embodiments of the invention described herein provide
improved connections for tanks, and particularly for fuel
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tanks on-board aircraft and/or helicopters and other airborne
vehicles. The connections described herein may also be use-
ful with other vehicles that require secure connections
between tanks for fuel transfer or other purposes.

The intercom fitting shown and described is used to per-
form tank-to-tank connection and fuel or air transfer with no
leakage in helicopter and/or aircraft fuel systems. Between
two flexible material tanks, the connection is generally
ensured by rigid sleeves (formed by the pipes and rings as
described below), with the pipes bonded to chimneys, which
connect the system to the flexible material of the tank. The
secure assembly of the two sleeves into each other as shown
and described seals the connection. In order to guarantee no
leakage, the intercom fitting must be sized properly, in rela-
tion to the internal pressure generated by the fuel transfer and
crash effect. It should also meet ESD (electrostatic discharge)
requirements. According to required standards, the intercom
fitting must incorporate two separate locking devices, as a
fail-safe measure, according to CS §29.607. The assembly
should also have certain crashworthiness capabilities. For
example, in one embodiment, the intercom assembly should
resist drop tests as per CS §29.952. Selected materials for the
intercom fitting may be, for example, a lightweight metal or
alloy (such as 2024 aluminum) or a high-performance ther-
moplastic polymer (such as Polyphthalamide (PPA) with
ESD properties) for mass saving. These are non-limiting
examples only. In order to ease the assembly and the mainte-
nance, the two independent locking devices are preferably
fastened together through easy movements, preferably via
one hand, and without tooling requirements.

FIG. 2 illustrates two chimneys 1, 2, between which there
is a secure intercom fitting 10. The fitting 10 generally
includes a female component 12 and a male component 14
that are designed to mate with one another. FIG. 3 shows an
overview of the male and female components 12, 14 as they
are secured to one another with two independent locking
features secured. A first locking feature is provided by levers
16 that are secured by a blade spring 18. A second locking
feature is provided by a safety ring 20 that rotates and trans-
lates into place. A coil spring 22 and retaining ring 72 can help
secure safety ring 20 in place. More details and views of the
features of the fitting 10 components are shown in the follow-
ing figures.

As shown in FIGS. 4A and 4B, the male component 14 has
an outer bonding surface 24 that allows it to be bonded to one
of the chimneys 1, 2. The male component 14 also has an
opening 26 through which a base portion of a lever 16 will
protrude. As shown, two openings 26 may be provided such
that two levers 16 may be used, but it should be understood
that more than two openings 26 and levers 16 may be used if
desired. Adjacent the opening 26 is a groove 28 for receiving
aportion of the blade spring 18 (shown in FIG. 6). Again, two
grooves 28 may be provided such that two blade springs 18
may be used to secure two levers 16, but it should be under-
stood that more than two grooves 26 and blade springs 18 may
be used if desired. The male component 14 also has a hole 30
for receiving a hinge pin. Outer grooves 32 may also be
provided in order to create a secure seal 74 with the female
component 12.

An outer edge 34 of the male component 14 (opposite from
the side with openings 26 for the levers) has finger grooves 36
for accessibility to the tips of the levers 16. An inner surface
near the edge 34 has an inner groove 40 for receiving trans-
lational movement of a driving pin 70 of the safety ring 20
(detailed below). The male component also has an inner cir-
cumferential groove 41 for receiving rotational movement of
the driving pin of the safety ring 20.
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FIGS. 5A and 5B show perspective and side views of one
embodiment of one of the levers 16 that may be positioned
with respect to the male component 14. The lever 16 has a
base portion 42 and a tip portion 50. Base portion 42 has a
hole 48 for receiving a hinge pin in order to secure lever 16
into place with respect to the male component 14 at hole 30.
This allows inward motion of the lever 16 with respect to the
male component 14.

The base portion 42 is also shown as having a generally
curved outer radius 44 and a rear flat surface 46. In use, the
lever 16 is pulled down to cause the base portion 42 to rotate
against a hinge pin. This rotation exposes the rear flat surface
46 through the opening 26 of the male component 14, which
allows the male component 14 to mate with the female com-
ponent 12. When the lever 16 is released, the curved outer
radius 44 moves into cooperation with a corresponding
curved surface 62 of the female component 12 (as shown in
FIG. 7B). This locks the male and female components 12, 14
with respect to one another. A schematic showing this move-
ment is illustrates by FIGS. 13A-13D, which will be
described in more detail below.

The opposite end of the lever 16 comprises a tip portion 50
with an indentation surface 52. Indentation surface 52 pro-
vides a space for a user’s fingers to access the lever 16 and to
move it downward (toward an interior of the male component
14) and to cause rotation of the base portion 42, as shown in
FIGS. 13B-13C. When pressure is released from the inden-
tation surface 52 ofthe lever 16, the lever 16 is allowed to snap
back to its horizontal position in the male component 14. One
of the features that biases and secures the lever 16 in the
horizontal position is the blade spring 18.

One embodiment of a blade spring 18 is shown in FIG. 6.
Blade spring 18 has a lug 54 for securement with respect to
the groove 28 of the male component 14. The lug 54 allows
the blade spring 18 to be resiliently attached to the male
component 14 near the base portion 42 of the lever 16. The
blade spring 18 may also have a notch 56 that allows the blade
spring 18 to lock against the lever 16. Referring back to FIG.
5B, the lever 16 has a protrusion strip 58 that can be received
by the blade spring notch 56. FIG. 3 shows blade spring 18 is
biased against the lever 16 in order to maintain it in position.

As shown in FIGS. 7A and 7B, the female component 12
has an outer bonding surface 60 that allows it to be bonded to
one of the chimneys 1, 2. The female component 12 also has
an internal cavity 62 that is shaped to receive at least a portion
of the curved outer radius 44 of the lever 16 lever from the
male component 14. Once the male and female components
12, 14 are mated or nested with respect to one another and the
lever 16 is released, the curved outer radius 44 rotates into the
corresponding curved internal cavity 62. Release of the lever
16 and securement by the blade spring 18 accomplishes a first
locking feature. FIG. 8 shows one example of a blade spring
18 in place against a lever 16.

Referring now to the second locking feature, FIGS. 9A and
9B show one embodiment of a safety ring 20 that provides the
second locking feature. The safety ring 20 is designed to have
an outer diameter that is just smaller than the inner diameter
of the male component 14, such that the safety ring 20 is
positioned inside the male component 14, as shown in FIG.
10. The safety ring 20 is shown as a cylindrical hollow body
64 with grooves 66 at one end that allow finger access for
translational and rotational movement of the safety ring 20
with respect to the male component 14. When the safety ring
20 is locked and the male and female components are mated,
the safety ring 20 prevents access to the levers 16 until/unless
the safety ring 20 is turned to unlock the system.
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FIGS. 10 and 11 illustrate how the grooves 66 of the safety
ring 20 are positioned so that they prevent access to the finger
grooves 36 of the male component 14. As shown in FIG. 11,
which illustrates the unlocked position (in which the male and
female components 12, 14 are not secured to one another), the
outer edge 68 of the safety ring 20 and the outer edge 34 of the
male component 14 are shown as being generally adjacent or
even with one another. The safety ring 20 also has a driving
pin 70, which is shown in the end view of FIG. 12. The driving
pin 70 cooperates in the inner groove 40 of the male compo-
nent 14. The safety ring 20 is also maintained in place by a
retaining ring 72.

The connection sequence between the male and female
components is shown in FIGS. 13A-13D. FIG. 13 A shows the
components prior to being secured to one another. FIG. 13B
shows the levers 16 of the male component 14 pulled
inwardly. FIG. 13C shows the male and female components
as they are nested or mated with respect to one another. FIG.
13D shows the levers once released and the safety ring once
rotated to the locked position.

Referring now more specifically to each step, when the
safety ring 20 is to be moved in order to allow access to the
lever 16 forlocking, the user presses the safety ring 20 inward
with respect to the male component 14. The driving pin 70 of
the safety ring 20 translated back, within the inner groove 40,
to cause the edge 68 of the safety ring 20 to retreat into the
male component 14. The safety ring 20 laterally translates
with respect to the male component 14. Once the driving pin
70 reaches the base of the groove 40, the safety ring 20 can
now be rotated with respect to the male component 14. This is
effected by applying pressure and a twisting motion to the
safety ring 20. This motion causes the driving pin 70 to travel
into a circumferential groove 41 of the male component 14,
which groove 41 is shown in FIGS. 4B and 16 A. This motion
also causes the edge grooves 66 of the safety ring 20 to align
with the finger grooves 36 of the male component 14, as
shown in FIG. 14.

This allows the user to access the levers 16 in order to press
them inward, as shown in FIG. 15. When the levers 16 are
pressed inward, this causes the outer curved radius 44 of the
base portion 42 to rotate forward so that the rear flat surface 46
of'the lever 16 is exposed though the opening 26 of the male
component 14. (For example, FIG. 11 shows the base portion
42 of the lever 16 as it protrudes through opening 26.) Refer-
ring back to FIG. 15, when the levers are depressed, the
generally flat rear surface 46 creates a flat surface of the male
component that faces toward the internal cavity of the female
component 12, rather than the curved radius surface 44 facing
the cavity. Exposing the generally flat rear surface 46 creates
a flatter sliding surface so that the male component 14 can
nest with the female component 12. Once the components 12,
14 are nested as shown in FIG. 14, the levers 16 can be
released. Release of the lever creates a secure lock between
the components 12, 14. This causes activation of the two
separate locking system features.

First, release of the levers 16 allows them to be biased back
to the their original generally horizontal positions. The
curved radius portion 44 of the levers 16 now extends from
opening 26 and is allowed to rest in the internal cavity 62 of
the female component 12, as shown in FIG. 3. The coopera-
tion between these curved shapes 44, 62 together prevents the
male component 14 from being pulled from or otherwise
released from the female component 12 (until the levers are
manually moved). The shape of the base portion 42 of the
lever prevents the male component 14 from being extracted
from the female component 12 or from otherwise translating
with respect to the female component 12. The only way that
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the components 12, 14 can be released from one another is by
re-accessing and depressing the levers 16 (and this is pre-
vented by the second locking feature, the safety ring 20) to
cause the flat rear surface 46 to be exposed. Additionally, once
the levers 16 are released and moved to the horizontal position
upon mating, the blade springs 18 snap into place in order to
secure the levers 16 into place. Cooperation between the lever
curved surface 44 and the female cavity internal cavity 62
maintains a first independent securement.

Second, once the user releases the levers 16, he should now
rotate the safety ring 20 back to the position in which the
grooves 36 and 66 occlude one another and are not aligned, as
shown in the transition from FIG. 16A to 16B. This effects
movement of the driving pin 70 in the circumferential groove
71 so that the pin 70 now aligns with the inner lateral groove
40 of the male component 14, as shown in FIG. 17A. Release
of pressure from the safety ring activates a coil spring 72,
which forces the safety ring 20 laterally forward so that edge
68 of the safety ring 20 aligns with the outer edge 34 of the
male component, as shown in FIG. 17B. This creates a locked
configuration that is held in place by the coil spring 22 and the
retaining ring 72. The safety ring 20 maintains a second
independent securement.

Although this description provides the levers 16 and safety
ring 20 as positioned on the male component 14, it should be
understood that these elements may be moved to a female
component without departing from the spirit and scope of this
disclosure. Examples of this are illustrated by FIGS. 19 and
20, illustrating levers 16 positioned on a female component
12. In this example, the female component 12 receives a male
component end 144 of an intermediate component 100. The
male component end 14a is shown having a curved internal
cavity 62. Securement of the components in place with
respect to one another may be achieved by rear clips on the
levers that are positioned with respect to an end stop of the
male component end 14a.

Moreover, although two levers 16 are generally described
and shown, itis possible to effect the invention with more than
two levers 16 if desired.

FIG. 18 shows an alternate option in which the fitting 10
has an optional flap valve 76. The flap valve 7 may be secured
at a hinge 78 at either end of the fitting (e.g., at the male
component end or at the female component end). Its primary
function is to force the fuel flow in one direction.

Changes and modifications, additions and deletions may
be made to the structures and methods recited above and
shown in the drawings without departing from the scope or
spirit of the invention and the following claims.

What is claimed is:

1. A quick connect intercom fitting for connecting two
tanks, comprising:

a. amale component and a female component, wherein the
male component is received by the female component
upon locking cooperation therebetween;

b. wherein one of the male component or the female com-
ponent comprises (i) one or more levers with a base
portion having a curved outer radius and a generally flat
rear surface, (ii) one or more blade springs, and (iii) a
safety ring;

c. wherein the other of the male component or the female
component comprises a curved internal cavity that can
receive and secure the curved outer radius of the lever;

d. wherein the safety ring comprises a driving pin that
cooperates with both an inner translational groove and
an inner circumferential groove of the male or female
component for translational and rotational movement of
the safety ring.
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2. The fitting of claim 1, wherein the component compris-
ing the one or more levers further comprises an opening
through which the base portion the one or more levers pro-
trude.

3. The fitting of claim 1, wherein the component compris-
ing the one or more levers further comprises a groove for
securing the blade spring.

4. The fitting of claim 1, wherein the component compris-
ing the one or more levers further comprises one or more
finger grooves.

5. The fitting of claim 1, wherein the component compris-
ing the one or more levers further comprises one or more
grooves for creating a seal with the other component.

6. The fitting of claim 1, wherein the one or more levers
comprise an indentation surface.

7. The fitting of claim 1, wherein the one or more levers
comprise a protrusion strip.

8. The fitting of claim 1, wherein the one or more blade
springs comprise a lug and a notch.

9. The fitting of claim 1, further comprising a coil spring for
securement and movement of the safety ring.

10. The fitting of claim 1, wherein the male and female
components have outer bonding surfaces for securement to
chimneys.

11. The fitting of claim 1, wherein the safety ring comprises
one or more grooves for allowing access to the one or more
levers.

12. The fitting of claim 1, further comprising a flap for
directing flow of fuel.
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13. A quick connect intercom fitting for connecting two

tanks, comprising:

a. first and second component, each configured to cooper-
ate with one of the two tanks, the first component com-
prising at least two levers and a safety ring;

b. wherein the at least two levers each comprise a base
portion the protrudes from an opening in the first com-
ponent and wherein the second component comprises an
internal cavity to receive the base portion of the levers;
and

c. wherein the safety ring comprises a driving pin and a coil
spring and wherein first component further comprises an
inner translational groove and a circumferential groove
for receiving the driving pin,

d. wherein movement of the at least two levers allows a
mating of the first and second components and provides
a first locking feature; and

e. wherein translational and rotational movement of the
safety ring with respect to the first component creates a
second locking feature.

14. A method for connecting two tanks, comprising:

a. providing the fitting of claim 13;

b. causing translational and rotational movement of the
safety ring in order to access the at least two levers;

c. depressing the at least two levers;

d. mating the at least two components;

e. releasing the at least two levers to create a first lock;

f. releasing the safety ring to allow its rotational and trans-
lational movement to create a second lock.
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